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DESCRIPTION 

The OPTIA Rugged 2U Quad Server is a high-end server that encompasses a rugged 
2U server chassis and quad processor server board.  The OPTIA Rugged 2U Quad 
Server supports four Intel Xeon MP 7500 or  next generation E7 Series processors.  
The server can support up to 512GB of registered ECC DDR3-1333 memory. 
An onboard LSI 2108 Serial Attached SCSI (SAS) controller is integrated into the 
server board, which supports four SAS hard drives. The SAS drives are connected to 
a backplane that provides power, bus termination and are hot-swappable units. 
An integrated SATA controller provides a six-port 3 Gbps SATA subsystem, which is 
RAID 0, 1, 5, and 10 supported. 

SYSTEM SPECIFICATIONS 

 Rugged Aluminum Construction  

 16.875" (W) x 20.75" (D) x 3.46" (H); Approx. 25 Lbs 

 Fully Configured with (4) SATA or (4) SAS Hard Drives 

 Filtered Air Intake 

 Drop Resistant: Designed to MIL-STD-810F, Method 516.5, Procedure VI (Transit), in transit case, 

26times, 91cm, (36”) height free drop onto wood on concrete, non-operating  

 Shock Resistant: Random Vibration (Non-Operating): Designed to MIL-STD-810F, Method 514.5, Procedure 1, Category 24  

 High Temp: Designed to MIL-STD-810F 501.4 Procedures II Operating at 50°C 

Processor 

 Quad Intel® Xeon® MP 7500 processor, or 

next generation E7 series 
 

Hard Drive Storage  

 SATA or SAS RAID controller 

 (4) Removable SAS or SATA Hard Drives 

 

Peripheral Storage  

 Slim DVD±RW/CD±RW Drive 

System  I/O 

 3 x RJ-45 Gigabit Ethernet Ports 

(1 x IPMI LAN) 

 PS/2 Keyboard and Mouse port 

 2 x USB 2.0 ports (rear) 

 2 x USB 2.0 ports (front) 

 9-pin UART Serial port 
 
 
 
 

Power Supply 

 EPS 12V High Efficiency Active PFC  

Quick Disconnect power supply 

 Full Range 100-240V 50/60 Hz 

Operating System  

 Microsoft® Windows 2003/2008,  

Red Hat Linux, VMware (32 or 64bit) 

System Memory 

 DDR3 ECC memory module ( up to 512GB) 

Peripheral Expansion (low profile) 

 2 x (x16) PCI-E 2.0 or 

 1 x (x16) PCI-E 2.0 + 2 (x8) PCI-E 2.0 or 

 4 x (x8) PCI-E 2.0 slots 


